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4. PRODUCT . irile
DATA FILE PUBLICATION

DATA BASE REFERENCE SERVICE ( SOFTWARE\\_ MODEL, SIMULATION

~——

5. AGENCY, BUREAU, DIVISION, AND ADDRESS

AasDy/SCLL

ACVC Malntenance Organization

Bldg 576

Wright-Patterson AFB, Ohio 435433-6503

6. PRODUCT NAME Use agercy nomenclature)

Ada Compiler Validation Capability (ACVC) Version 1.1l (Field-Test Release) , BACKUP

7. DESCRIPTGORS OF PRCDUCT "Kevwords, :dentifiers, etec.; P
Sottware,

[47]

N ey
The aACVC

is a suite of tests designed to test an ada Compiler's
conliormance t I

o MIL-STD-1815A

8. DATES OF COVERAGE (For ocne-ume reports, use as-of-dste, for software, 9. FILE SIZE IN NO. OF:
use dates and release no.}
)

! PUNCHED , .
June 1989 Version 1.11 (Draft) J reeus| | [1] caros [ | [ ][,

10. AVAILABILITY STATEMENT - AGENCY NAME AND ADDRESS, ORDER NO., ETC. (/I NTIS sells, leave blank)

*See also: AD-A188489

11, PRICE (NFORMA TION WZO;L; A
T ($1,000 Domes*tic) . Price includes documentation:
Price cade.  T99 ($2,000 Foroign) '

12. GEOGRAPHIC SCOPE
The ACVC is unclassified U.S. Software Technology. It should be distributed to

domestic and foreign requesters according to U.S. Department of Commerce Regulationms.

13. TECHNICAL REPRESENTATIVES (L:st at least one for subject and one for media)

NAME TITLE PHONE NO.
Steran P. Wilson AMO Technical Director (513) 255-4472
14, DOCUMENTATION EXPECTED AVAILABILITY DATE
OAVAILABLE .-
T NTISI3) e e 4 FRONT USCOMM.DC §411.P24
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CTh ,uiup-;‘;z LooLddUIuil e R S B L A S A
designed to determine an Ada crmpiler’s conformance to MIL-3TD-18S104
. the Ada Language_ Reference Manual L) . 4 new official version of the
ACVC is released regularly - currently an 18 month cycle. Six months prior
to the expiration of an ACVC version, a field - test release of the subsequent
version is made available for distribution. ACVC 1.10 was officially release
i wi xpire Nov 89... : : .
in Jun 88 and will expire 30 Nov 39 Software Description: The model
is written in the Ada pr ;r:mmin; language for lmplernentg*xun nn
a DEC VAX/8630 computer using the VMS Version 4.7 operatinyg
system.
F . Accesion Feor T
NTIS CRA&I o
OTIC TAB O
Unannounced 4
Jushhca(uor' P p—
~ g _.4
ByMnj 7& /00 ‘
DistribMion » /VT/.S !
Availability \oc‘es !
- —— e e —— B
B lw.',s' o tor
it < el i
A-l 12
SUAL N R ;
16. DATA FILE TECHNICAL DESCRIPTION
S - i i I by - ~
ource tépe 1s 1n ASCII character set. Character set restricts
prepare.ltlon to 9 track', oge-half inch tape only. Identify
recording mode by spezifying density only. Call NTIS Computer
Products, if you have any Qquestions.
i
17. SOFTWARE TECHMNICAL DESCRIPTION
Software is written in;
Fortran _______ COBOL Bosic __ __ Assembly _ ___ Other (Specify) __Ada
Software requires;
CPR Mfr. — e Model(s) Opercting system(s) U
Minimum of K bytes core. The following special feotures ind."or additional requirements in hordware:
v
il:gAD‘I;URE OF AGENCY REPRESENTATIVE, PHONE NO., SIGNATURE OF NT!S REPRESENTATIVE AND DATE
FORM PREPARED
/ 215~ Z>> ?’(/72,
e P HE— 1l 57
7

FORM NTIS 231 ‘REY. #.74)




01. Compietion Date | 02. Form Pregarmi iy ~Naine und Phone) T T 03 Reel (D Numoer ;
- - Montn] Day {Property Contro! No , ;
' [ 1 1 Thomas H. Stripe (513) 253-447: ACVC 1.1l Backup
04. Recording Date 05. File ldentifier ar Descriptive Title . 06. Short Titte
Year |Month] Day Ada Compiler Validation Capability {External Label Name)
ACVC) Version l.11 (Field-Test Release)
sl o oletalol ¢ ACVCL]
07. Source Unavaiiable | 08. Documentation 09. File Position on Reel '
Year Monthi Day !Yes|No| Availaple of ;
L l } X {Enter Cization) i
10. To Be Returned 11. Submittuing Orgamization & Address 12. Recewing Orgamzauon & Address 1
Yo | No To Other | ASD/SCEL U.S. Department of Commerce {
X Than The | ACVC Maintenance Organization National Technical Information Service!
Sender Bldg 676 5285 Port Royal Road !
13. Due Back Date Wright-Patterson AFB, Ohio 45433-6503 [Springfield, VA 22161 !
Year [Month| Day . l
14, Technical Contactis) & Phone Number(s) i
Steven P. Wilson (513) 255-4472 i
|
|
RECORDING SYSTEM CHARACTERISTICS ‘
—
! |
EQUIPMENT 15. Processing Umit i 17. No. of Tracks 18. Parity 19. D{e;;;;v f
MANUFACTURER Digital Equipment Corp vAX 8650 Y 9 |Other | Ocd | Even |
M?)?)%L 16. Tape Subsystem
DEC TUSLE/AA X X 1600 ‘
20. Operating System, 22. internal File tdentif.er |
RECORDING Tetease & VOISO yAX/VMS  Version 4.7
< .
OFTWARE 21. Unlity Program i
or Data Base Language Backup ACVC11.BCK :
. ol
.Ch [ — i
, a.c avsaeci(ers L ASCH L_8BCD Cother {Specify, 2a. Rin:(ded 1= Header [J ANSI X 3.27 Standard (Z Other !
(Graphics) (Internai
Oescoic TiFieLoata {INon-Print Codes Labe) O Teaer ] FIPS Standard & None
FILE CHARACTERISTICS
I 25. Physical 27. Record Type 28. Records/8Block | 29. .
| NUMBER 2450 (Blocking Factor} i TYPE OF 5 8,’-:: ;':.f,',
OFf 5 ] Fixed tength l FILE e F
6. Logical ) ) . ne File
RECORDS ) Z5 Giner Than Fixed N/A | ORGANIZ- gl e Reels
30. Physical 7, {Check One 0 g”“;"'f”e‘
RECORD K Bytes D Chars.  words ( Bits/Word) ) Box! ne nee
- Mulitiple Files
LENG™H "3y Cogicai 00 Muitipie Reels
i Bytes 2 chars. (3 woras Bits/Word)
SUPPLEMENTAL INFO+ TION
32 Use/Handling Constraints (Specify f Yes)
Y H M N - s
2.2 The ACVC is unclassified U.S. Software Technoivgy. It should be distributed to
X' domestic nd foreign requesters according to U.S. Department of Commerce Regulations.
! 33 For Submitting Qrgarication ‘Jse
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AC/C 1.11 Tape Information
‘rield~-Test Release)

VMS Backup Format

1 INTRODUCTION

The Ada Compiler Validation Capability, Version 1.11, was written in
VAX/VMS BACKUP format on one tape volume. One of the files in the save set is
ACVC11.LST, which contains the name of all of the remaining files in the ACVC.

2 TAPE FORMAT

The tape was written using the VMS BACKUP utility. The following WMS
command can be used to read this tape:

$ BACKUP/LOGatest_lis;_file.LOG MTAQ:ACVC11.BCK/SAVE [test directory...]*.*;

Note: MTAQO: is the logical name for a tape drive.

3 TEST MODIFICATIONS

The Ada tests will be periodically updated and corrected. Their
correctness is not guaranteed either by the ACVC Maintenance Organization
(AMO) or by its contractor. Please report errors in writing to

Mr. Steven P. Wilson

ACVC Maintenance Organization
ASD/SCEL

Wright-Patterson AFB, OH 45433-6503

You will receive notification of changes to this version on a pericdic
basis. Please notify the AMO of any change of address.

4 TIMPCRTANT INFORMATION

The field-test release of ACVC Version 1.11 includes scme required
(".ADA") tests that were included in version 1.10 as ".DEP" tests. The file
READ.ME on the tape discusses significant changes from ACVC 1.10 to ACVC 1.11.
A hard copy of this file is included with this notice, under the title
"Overview: Field-Test Release of ACVC Version 1.11."




